Convenience at your finger tips

An Emerald Smoke Alarm Controller allows you
to control your alarms without the need for a
ladder. Instantly silence nuisance alarms, locate
triggered alarms and test your interconnected
wireless smoke alarm system.

Simple to use and battery-operated, so there Row e R
is no need for wiring. For added convenience
install multiple controllers in various locations
around the home. Compatible with Emerald RF
smoke alarms.
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- Instantly silence alarms, locate triggered alarms BU:?LI; N
and test your interconnected RF smoke alarm system.

- Simple to use and battery-operated.

- Control your alarms without the need for a ladder.

« Install multiple controllers in various locations
around the home. “INDICATOR " INDICATOR

. Compatible with Emerald RF smoke alarms.

SMOKE ALARM CONTROLLER
Model: EP-SA-CONT-RF

SMOKE ALARM CONTROLLER

MODEL NUMBER: EP-SA-CONT-RF

DIMENSIONS: ®60 * 15mm

WEIGHT: 41.29

WARRANTY: 3 years

POWER: Non replaceable button battery
BATTERY: EVE CR2450

NORMAL OPERATING &

STORAGE TEMPERATURE: 0°to 40°

COMPATIBLE WITH: RF enabled Ranger, Vulcan and Hybrid Smoke Alarms
RF STANDARD: AS4268

EMC PERFORMANCE: EN 301489-1. EN 301 489-3

PACK INCLUDES: Screws and wall mount



